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Stationary tipping equipment with electrohydraulic or hydropneumatic drive for  
low-maintenance and trouble-free operation for containers up to 2,500 kg

NE/NPX 304–328

	 Electrohydraulic drive: NE; Hydropneumatic drive: 
NPX (connection power: 6 bar, max. load capacity 
2,000 kg).

	 Low-maintenance and trouble-free operation  
thanks to high quality, robust components.

	 Stepless setting of the tilt angle 

	 Ideal for frequent container changes. 

	 Access height 100 mm  
(Loading possible from 3 sides).

	 Mobile special design available.

	 Can be foot- or hand-operated  
(hand switch on the stand).

	AREAS OF APPLICATION 

	 • �Foundries
	 • �Manual industrial workplaces
	 • �Metalworking 
	 • �Stamping plants

TECHNICAL DATA

CONTAINER T IPPING EQUIPMENT

NE 324

Equipment 
type

Load capacity  
(in kg)

Load handling (in mm) 
BL                           LL

Pivot point
Loading height 

(in mm)
Tip

Mobile  
possible

NE 324 2.500   1.270 1.180 low pivot point 325 45° P
NE 326 2.500   1.850 1.300 low pivot point 325 45° P
NE 327 2.500   880 1.180 low pivot point 325 45° P
NE 328 2.000   1.270 880 low pivot point 325 45° P
NE 304 2.000   1.270 1.180 high pivot point 325 45° P
NE 306 2.000   1.850 1.300 high pivot point 325 45° P
NE 308 2.000   1.270 880 high pivot point 325 45° P

Power: 400 V/50 Hz, 16 A, 5-pole. Paint: RAL 7035/7016, Low clearance 100 mm
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	PRODUCT HIGHLIGHTS

	 • Stepless setting of the tilt angle
	 • �100 mm low clearance
	 • �Can load from 3 sides
	 • �Sheet metal cover
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Contact and advice:

+49 7161 98442-0
verkauf@ventzki.de

Or use our questionnaire at

www.ventzki.de/anfrage


